
Item Description
  1 60-01-1012 IO Moulded <BLK>
 Series 60 Circular 12 Pin Female Connector
  2 MCD-677 [OD=6.4mm] <BLK>
 UL20276 12C#26 (7/0.16)
  3 Cable Label
  4 Processed End With Wire End Stripped & Tinned
  5 Shield Wire Tinned & Soldered 4mm REF
  6             Heat Sealed PE Bag 
  7 Label On Bag (ALY CE)
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CABLE LABEL DETAIL
Refer to seperate file, “Date Code Format”

      Specified
Cable Length

Week
Year

4

311

5

7

6

12

2108

19

SHELL SHIELD

1 BLUE
2 RED
3 PINK
4 GREY
5 YELLOW
6 GREEN
7 BROWN
8 WHITE
9 BLACK

10 LIGHT BLUE
11 ORANGE
12 VIOLET

4

Length (L) in Meter (As per Customer Requirements) rev1

rev2

rev2

rev2

rev3

rev3

ATPN
 

   Alysium-Tech GmbH 
Andernacher Str.31b, 90411 Nuremberg, Germany
  

7

UNIT: MM
UNLESS OTHERWISE SPECIFIED 
CABLE LENGTH TOLERANCE

< 150mm = ±10
≥ 150mm and < 250mm = ±15
≥ 250mm and < 500mm = ±20
≥ 500mm and < 1000mm = ±30
≥ 1000mm and < 5000mm = ±50
5000mm and above = ±100 

Refer to seperate file  “ALY CE Format”

ATPN
 

   Alysium-Tech GmbH

  

      Specify AT Part Number

NOTE:

Label position must be on the top left side before the sealing line of the PE bag 

Andernacher Str.31b, 90411 Nuremberg, Germany
  

ALY CE LABEL DETAIL
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This document is the property of Alysium-Tech. It must not be copied or otherwise disclosed without prior written consent

PACKAGING DETAILWIRING DIAGRAMBILL OF MATERIALS 

DRAWING REF: A65-7105
I/O Industrial Assembly 

00   (DT 150225)                       Initial Issue

01   (ZZ 160721)                       Length desciption revised

02   (ZZ 160729)                       Drawing updated

03   (WON  190802)                     Update Label

DRAWING REF:

REVISION:

RoHS COMPLIANT


